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AND HR series / Japan ( €

©® Features

» Large Weighing Chamber holds up to a 250mm flask
» Wide Angle LCD Display

» Conformity to GLP with |.D. and serial number output
» Multi-Functional Weighing: %, PCS, g, mg. oz ozt,

dwt, ct, mom, GN, t, TL

» Full Range Tare

» Range Key: Suppresses least significant digit for faster
» speed & better stability when required

» Maximizes accuracy with ACAI

» Standard Under hook

» Body & frame constructed of die-cast aluminum alloy
» standard WinCT Software

@ Specifications

Model HR-202 HR-200 HR-300
Capacity 42g/210g 210g 310g
Readability (Miligram) 0.0lmg 0.lmg

(Percentage) 0.01%.,0.1%

(Counting) 0.lmg
Linearity +0.00003/£0.0002g +0.0002¢g +0.0003g
Repeatablity 0.00002g/0.0001 g 0.0001g 0.0002¢g
Stable time 8/3.5 sec 3 sec 3.5 sec
Display refresh 5 timessec,10 time/sec
Pan size ¢ 90 mm

Pysical dimension

213(w) x 319(d) x 301(h) mm

Breeze dimention

180(w) x 192(d) x 200(h) mm

Sense drift

£ 2ppm /T (10C~30T

)

Operation tempearture

ST~40C/41°F~104°F RH less than 85%

Weight

Apporoximately 8.2 kg

Calibration mass

100g/200 g

Power source

110 /220 Volt 50~60 Hz(AC Adaptor)

Standard accessories

Manual, AC Adaptor,Fuse,Display plastic Cover

® Options

. 1) RS-232C Serial Interface

2) Current Loop Serial Interface
3) NiMH Rechargeable Battery Pack
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